
Mixing tool MK
Ideal for heavy and high viscous materials
The professional mixing tool MK – specially developed for tough service on the building 
site. With three mixing blades for fast working with high shear forces, for thorough mixing 
results. It requires the use of a suitably dimensioned drive machine. Featuring particularly 
high-quality workmanship and high-grade steel for a long life, even with abrasive materials. 
Mixing aktion: 
Suitable for all kind of mortar, plaster, screed, tile adhesives, quarz-filled epoxy, concrete, 
etc. 
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Technical Data: 

Article Art. 
No.

Bar-Code 
4011024...

Paddle
Ø (mm)

Length
(mm)

min. 
drill chuck 

(mm)

Connection Mixing load 
(kg)

rec.
r.p.m. (min-1)

Drive 
(watts)

MK 100 S 41.700-000 417008 100 590 13 5 - 15  400 - 500    700

MK 120 HF 40.114-000 401144 120 590 16 HEXAFIX® 15 - 25 400 - 500 900

MK 140 HF 40.115-000 401151 135 590 16 HEXAFIX® 25 - 40 200 - 300 1000

MK 160 HF 40.116-000 401168 160 590 16 HEXAFIX® 30 - 60 200 - 300 1200

MK 120 M 41.719-000 417190 120 590 M 14 15 - 25 400 - 500    900

MK 140 M 41.749-000 417497 135 590 M 14 25 - 40 200 - 300 1000

MK 160 M 41.759-000 417596 160 590 M 14 30 - 60 200 - 300 1200

With Collomix at the pool position


