
Mixing tool WK
Ideal for all sticky and viscous materials
Suitable for diverse applications, the WK mixing tool is notable for outstanding conveyance of the material. 
With two wide mixing helixes for easy guidance in the material and minimal stress on the drive machine. 
Mixing action: 

Suitable for tile adhesives, construction adhesives, ready-mixed mortar and plaster, fillers, screed, cement, etc

Tile adhesives Mortar Plaster
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Technical Data: 
Article Art. 

No.
Bar-Code 

4011024...
Paddle
Ø (mm)

Length
(mm)

min. 
drill chuck 

(mm)

Connection Mixing load 
(kg)

rec.
r.p.m. (min-1)

Drive 
(watts)

WK 70 S 41100-000 411006 70 400 10 4 - 7 400 - 500 400

WK 90 S 41200-000 412003 90 400 10 7 - 10 400 - 500 500

WK 90/500 S 41207-000 412072 90 500 10 7 - 10 400 - 500 500

WK 100 S 41258-000 412584 100 590 13 10 - 15 400 - 500 700

WK 120 S 41250-000 412508 120 590 13 10 - 15 400 - 500 1000

WK 120 HF 40112-000 401120 120 590 16 HEXAFIX® 10 - 15 400 - 700 1000

WK 140 HF 40113-000 401137 135 590 16 HEXAFIX® 15 - 30 300 - 600 1300

WK 160 HF 40123-000 401236 160 590 16 HEXAFIX® 30 - 50 300 - 600 1200

WK 120 M 41269-000 412690 120 590 M 14 10 - 15 400 - 700 1000

WK 140 M 41319-000 413192 135 590 M 14 15 - 30 300 - 600 1300

With Collomix at the pool position


